Antistatic products » ESD BAGS / ESD FOAMS
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Optlcal F-54-AA 70(W) X 150(D) *F'54/55 Only F-15 <>77
Rl F-54-A | 100(W)x 150(D) 0.05 cannot be custom
F-54-B 200(W) x 250(D) : sur “ -
urface resistance .
Antistatic F-54-C | 300(W) x 450(D) Rs<1x10" Please specify the
products F-55-A 100(W) x 150(D) 10 Polyethylene desired "W" and D=50 mm to
F-55-B 200(W) x 250(D) "D" dimensions in
Clean F-55-C 300(W) x 450(D) - :
products F-15-A 100(W) x 150(D) 01 Sur “ iA?nTn::];n;éi
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F-15-B 200(W) x 250(D) Rs<1x10° From 100 pieces
Chemical F-15-C 300(W) x 450(D) W=100 to 500 mm
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_ Conductive urethane foam (hard type)
ubber . . . . . =
mats Simply place the ICs in the foam to establish an equipotential at all F(gz pisces)
terminals, the urethane's elasticity effectively secures the leads.
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Part No. T T Quantity O
ESD F-7 89(W) x 211(D) 10
Uae F-9 175(W) x 245(D) 5 )
F-9-L 1000(W) x 1000(D) Resistance point to point F-10-A
10
F-10-A | 175(W) x 245(D) Rp<1x10
F-10-B 208(W) x 280(D) 10 1
F-10-L | 1000(W) x 1000(D)
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Leads are inserted into
the conductive urethane
foam.

F-7 + B-138 usage example
F-7 has been cut to match the
B-138.




