
F-47

F

Dial Test Indicator
SERIES 513 — Horizontal (20° Tilted Face), Vertical, and Parallel Types

513-444E

513-445E

513-284GE

513-454E 513-455E

FEATURES

allowing users to read the graduations 

when measuring on the side of a large 
workpiece and the workbench is high.

upward when the indicator is rotated, 
which makes reading easy.

––––––: Swivel clamps (See page F-52.)
––––––
––––––: Stems (See page F-52.)
––––––: Styli (See page F-52.)
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Full set

Plus set

Basic set

Full set

Basic set

Stylus, 
.079” 
DIA. point 
(carbide) Indicator

Knurled 
clamp ring Stem, ø8mm

Stylus, 
ø1mm 
carbide 
point

Stylus, 
ø3mm 
carbide 
point

Stem, 
ø4mm

Swivel clamp
( , 
for ø4mm, ø8mm, dovetail)

Metric holding 
bar (L: 100mm)

Stylus, .079” 
DIA. point 
(carbide)

Indicator

Knurled 
clamp ring

Stem, 
3/8" DIA.

Stylus, 
.039” DIA. 
carbide 
point

Stylus, 
.118” DIA. 
carbide 
point

Stem, 
.157" DIA.

Swivel clamp 
( , for 
.157" DIA., 3/8" DIA.,  
dovetail)

Inch 
holding bar 
(L: 4")L

513-444E 20.9
513-445E 14.7

L
513-454E 20.9
513-455E 14.7

unit: mm

Graduation Range Accuracy Dial 
reading

Measuring 
force — — —

Full set
0.01mm 513-444E 513-444A 513-444T 1.6mm 10μm 0-40-0 ✔ ✔ ✔ — — —
0.002mm 513-445E 513-445A 513-445T 0.4mm 5μm 0-100-0 ✔ ✔ ✔ — — —

Graduation Range Accuracy Dial 
reading

Measuring 
force Remarks

Full set
.0005” 513-442 — 513-442T .06” ±.0005” 0-15-0 ✔ ✔ ✔ — —
.0005” 513-442-01 — 513-442T-01 .06” ±.0005” 0-15-0 ✔ ✔ ✔ —
.0005” 513-442-06 — 513-442T-06 .06” ±.0005” 0-15-0 ✔ ✔ ✔ —
.0005” 513-446 — 513-446T .06” ±.0005” 0-15-0 ✔ ✔ ✔ ✔ —
.0005” 513-446-06 — 513-446T-06 .06” ±.0005” 0-15-0 ✔ ✔ ✔ ✔

.0001” 513-443 — 513-443T .016” ±.0002” 0-4-0 ✔ ✔ ✔ — —

.0001” 513-443-06 — 513-443T-06 .016” ±.0002” 0-4-0 ✔ ✔ ✔ —

Graduation Range Accuracy Dial 
reading

Measuring 
force — — — —

Full set
0.01mm 513-454E 513-454A 513-454T 0.8mm 8μm 0-40-0 ✔ ✔ — — — —
0.002mm 513-455E 513-455A 513-455T 0.2mm 3μm 0-100-0 ✔ ✔ — — — —

Graduation Range Accuracy Dial 
reading

Measuring 
force — — — —

Full set
.0005” 513-452 — 513-452T .03” ±.0005” 0-15-0 ✔ ✔ — — — —
.0001” 513-453 — 513-453T .008” ±.0001” 0-4-0 ✔ ✔ — — — —

Graduation Range Accuracy Dial 
reading

Measuring 
force — — — — —

Full set
0.01mm 513-284GE 513-284GA 513-284GT 0.8mm 8μm 0-40-0 ✔ — — — — —

Graduation Range Accuracy Dial 
reading

Measuring 
force — — — — —

Full set
.0005” 513-282G — 513-282GT .03” ±.0005” 0-15-0 ✔ — — — — —


